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PROJECT DESCRIPTION

THE PURPOSE OF THIS DOEE-FUNDED PROJECT IS TO CONSTRUCT
STORMWATER IMPROVEMENTS TO REDUCE RUNOFF AND NON-POINT
POLLUTION. PROPOSED IMPROVEMENTS INCLUDE A RAINWATER
HARVESTING AND REUSE SYSTEM, TWO BIORETENTION BASINS, SLOPE
STABILIZATION AND RELATED SITE MODIFICATIONS.
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CONDITIONS OF PUBLIC SPACE PERMITS

PUBLIC SPACE PERMITS ARE ONLY GRANTED IN THE DISTRICT, BY THE POLICY, PLANNING AND

SUSTAINABILITY ADMINISTRATION (PPSA), UNDER CERTAIN CONDITIONS.

1.

10.

11.

12.

13.

14.

15.

16.

16.

17.

18.

19.

20.

PERSONS REGULARLY PERFORMING PUBLIC SPACE EXCAVATION AND MANHOLE
WORK ARE REQUIRED TO PROVIDE, ON A BIWEEKLY BASIS, PLANS SHOWING THEIR
ANTICIPATED ACTIVITIES IN THE PUBLIC SPACE WITHIN THAT TWO-WEEK PERIOD.

NO WORK SHALL BE UNDERTAKEN IF THE APPLICANT, OR THE PERSON ON WHOSE
BEHALF THE APPLICATION IS MADE, HAS OUTSTANDING RESTORATION IN THE PUBLIC
SPACE. THIS RESTRICTION WILL ALSO APPLY TO APPLICANTS WITH TEMPORARY
REPAIRS THAT HAVE FAILED AND THE APPLICANT DID NOT UNDERTAKE RESTORATION
WITHIN 24 HOURS OF NOTIFICATION BY THE OFFICE OF INFRASTRUCTURE
OVERSIGHT (0IO).

PERMANENT RESTORATIONS MUST BE COMPLETED PRIOR TO THE WINTER
SUSPENSION PERIOD, WHICH IS FROM NOVEMBER 1 THROUGH MARCH 31.

DC LAW 3129, UNDERGROUND FACILITIES PROTECTION ACT OF 1980, REQUIRES
CONTACTING THE 'MISS UTILITY" AT (800) 257-7777 AT LEAST 48 HOURS AND NOT
MORE THAN 10 DAYS (EXCLUDING SATURDAYS, SUNDAYS AND LEGAL HOLIDAYS)
PRIOR TO THE START OF EXCAVATION. THIS IS REQUIRED SO NOTIFICATIONS CAN BE
MADE TO PARTICIPATING PRIVATE UTILITY COMPANIES OF THE PROPOSED WORK.

IMPROPER HOUSEKEEPING VIOLATIONS ON JOB SITES RELATING TO DIRT AND DEBRIS
IN THE PUBLIC SPACE SHALL BE GROUNDS FOR A FINE OF $500.00 PER BLOCK PER
DAY AND/OR REVOCATION OF THIS PERMIT.

AUTHORIZED WORK SHALL BE IN ACCORDANCE WITH THE SAFETY REQUIREMENTS
FOR EXCAVATION AS OUTLINED IN THE DC DEPARTMENT OF TRANSPORTATION
STANDARD SPECIFICATIONS FOR HIGHWAYS AND STRUCTURES.

WORK AUTHORIZED BY THIS PERMIT SHALL BE IN ACCORDANCE WITH
REQUIREMENTS SET FORTH IN FHWA 'MANUAL OF UNIFORM TRAFFIC CONTROL
DEVICES' AND TRAFFIC CONTROL DEVICES MUST BE ARRANGED ACCORDING TO THE
APPROVED TRAFFIC CONTROL PLANS FOR THIS PROJECT.

ACCESS TO ALLEYS, DRIVEWAYS, AND ROADWAYS MUST BE MAINTAINED AT ALL
TIMES. THE TRAFFIC SERVICES ADMINISTRATION AND FIRE MARSHALL MUST
APPROVE ANY CLOSURES OF THE RIGHTS-OF-WAY AND THE PERMIT MUST REFLECT
THIS APPROVAL.

WHERE APPLICABLE, ALL INTERSECTIONS MUST BE PLATED.

SIX (6) FEET OF SIDEWALK ACCESS MUST BE MAINTAINED AT ALL TIMES. THE TRAFFIC
SERVICES ADMINISTRATION MUST APPROVE ANY CLOSURES OF THE RIGHTS-OF-WAY
AND THE PERMIT MUST REFLECT THIS APPROVAL.

THE CONTRACTOR IS RESPONSIBLE FOR REMOVING AND SALVAGING ALL
COBBLESTONE PAVERS AND OTHER SPECIAL PAVERS REMOVED IN CONNECTION
WITH EXCAVATION. THE CONTRACTOR MUST SECURE AND STORE MATERIALS AT
CONTRACTOR'S EXPENSE AND REINSTALL ALL MATERIALS DEEMED SPECIAL OR
HISTORIC AS DIRECTED BY DISTRICT ENGINEERS OR OIO.

ALL STREETLIGHT AND TRAFFIC SIGNAL CABLES MUST BE SAFEGUARDED AT ALL
TIMES.

STORAGE OF EQUIPMENT AND/OR SUPPLIES IS PROHIBITED IN PUBLIC SPACE
WITHOUT A PERMIT EXPRESSLY AUTHORIZING IT.

PARKING ON NON-COMMERCIAL, PRIVATE VEHICLES IS PROHIBITED IN THE PUBLIC
SPACE SUBJECT TO THE PUBLIC SPACE PERMIT.

ACCESS TO ON STREET PARKING MUST BE AVAILABLE AT ALL TIMES WHEN WORK IS
NOT ALLOWED.

THE CONTRACTOR SHALL NOTIFY THE TRAFFIC SERVICES ADMINISTRATION PRIOR TO
COMMENCEMENT OF WORK (202) 671-2700.

CONTRACTOR SHALL MAINTAIN TWO LANES OF TRAFFIC AT ALL TIMES
ADVANCE WARNING SIGNS SHALL BE 43x48 FLORESCENT ORANGE

WORK HOURS ARE 9:30 AM TO 3:30 PM UNLESS ALLOWED OTHERWISE BY
PERMIT.

IF THE WORK ZONE WILL BLOCK METERS OR AFFECT METERED PARKING SPACES IN
SUCH A MANNER AS TO PREVENT FREE FLOW OF TRAFFIC, THESE METERS NEED TO
BE RENTED FROM THE METER BRANCH OF PARKING SERVICE AT (202) 671-2700.
THE PERMIT HOLDER MUST CONTACT THE METER BRANCH AS SOON AS IDENTIFYING
THIS IMPACT. TEN BUSINESS DAYS ARE NECESSARY FOR PROCESSING THE REQUESTS.

THE OFFICE OF INFRASTRUCTURE OVERSIGHT MUST BE NOTIFIED 48 HOURS IN
ADVANCE OF STARTING WORK AT (202) 645-6050.

THERE MUST BE NO MORE THAN 1200 FEET EXCAVATED AT ONE TIME.

THE PERMIT HOLDER IS REQUIRED TO REPAIR ALL FAILED CUTS WITHIN 24 HOURS OF
NOTIFICATION BY THE DISTRICT DEPARTMENT OF TRANSPORTATION, OFFICE OF
INSTRUCTURE OVERSIGHT.

NOTIFY THE OFFICE OF INFRASTRUCTURE OVERSIGHT FIVE DAYS PRIOR TO
COMMENCEMENT OF RESTORATION CONSTRUCTION VIA FAX AT (202) 645-0759; IF
YOU HAVE ANY QUESTIONS PLEASE CONTACT THE OIO AT (202) 645-7050.

GENERAL PUBLIC SPACE NOTES

GENERAL UTILITY NOTES

1. THE CONSTRUCTION WORK SHALL BE COMPLETED IN SUCH A WAY AS TO MINIMIZE
UTILITY OUTAGES. ALL UTILITY OUTAGES MUST BE COORDINATED WITH THE
UTILITY OWNER AND AFFECTED PARTIES.

2. SOME EXISTING UTILITIES MAY NOT BE SHOWN ON THE PLANS. BEFORE BEGINNING
CONSTRUCTION, VERIFY THERE ARE NO CONFLICTS WITH EXISTING UTILITIES. TEST
PIT AS REQUIRED TO DETERMINE LOCATIONS AND DEPTHS OF EXISTING UTILITIES
WITHIN THE CONSTRUCTION WORK AREA. IF ANY EXISTING UTILITIES ARE FOUND
WHICH ARE NOT DEPICTED IN THE EXISTING CONDITIONS PLAN OR CONFLICT WITH
THE PROPOSED WORK NOTIFY NATURAL RESOURCES DESIGN.

3. NOTIFY NATURAL RESOURCES DESIGN IF COVER FOR ANY UTILITY IS REDUCED
BELOW THE MINIMUM REQUIRED.

4. THE SITE CIVIL PLAN IS MEANT TO CONVEY 'WET' (SANITARY SEWER, STORM
SEWER, AND WATER) UTILITY WORK. ALL 'DRY' (ELECTRIC, NATURAL GAS,
TELECOMMUNICATIONS) UTILITY WORK SHOWN IS FOR INFORMATION AND
REFERENCE ONLY.

5. REFER TO DC WATER STANDARDS FOR ABANDONMENT OF EXISTING SANITARY
SEWER, STORM SEWER, AND WATER LATERALS AND MAINS. THIS INVOLVES
DISCONNECTING ALL LATERALS AT THE MAINS, PLUGGING AND SEALING THE
MAINS, AND REMOVING ALL ABANDONED METERS, VALVES AND APPURTENANCES.
COORDINATE WORK WITH DC WATER INSPECTOR.

6. ALL WYE CONNECTIONS TO EXISTING SEWER LATERAL LINES SHALL MATCH THE
EXISTING SIZE AND MATERIAL.

7. ALL WATER SERVICE LATER TEES SHALL BE PROVIDED WITH A VALVE AS CLOSE AS
POSSIBLE TO THE MAINS. |IF NECESSARY DUE TO FIELD CONDITIONS OR CONFLICTS
WITH OTHER UTILITIES, AND IN COORDINATION WITH DC WATER INSPECTOR, A DIP
SWIVEL TEE (AWWA C111) MAY BE USED.

8. REFER TO DC WATER STANDARDS AND SPECIFICATIONS FOR WATER PIPE

MATERIAL. ALL WATER LINES 2-INCHES DIAMETER AND SMALLER SHALL BE TYPE K
COPPER. ALL WATERLINES AND FITTINGS 3-INCHES DIAMETER AND LARGER SHALL
BE RESTRAINED JOINT DUCTILE IRON.

9. BACKFLOW PREVENTION VALVES FOR ALL DOMESTIC WATER SERVICE AND FIRE

SUPPRESSION LATERALS SHALL BE PROVIDED INSIDE THE BUILDINGS UNLESS
SPECIFICALLY NOTED OTHERWISE.

10. REMOVE ABANDONED UTILITIES AS REQUIRED.

11. ADJUST EXISTING STRUCTURE TOPS AND MANHOLES TO REMAIN WITHIN THE

LIMITS OF DISTURBANCE TO MATCH FINAL GRADE AS REQUIRED. INSTALL
ADDITIONAL STEPS WITHIN MANHOLES AS REQUIRED.

12.PER DC WATER REQUIREMENTS, UTILITY AS-BUILT PLANS MUST BE SUBMITTED.

13.REFER TO DC WATER GENERAL CONSTRUCTION NOTES, UTILITY NOTES AND UTILITY

DETAILS FOR ADDITIONAL INFORMATION.

GENERAL DEMOLITION NOTES

THE CONTRACTOR MUST OBTAIN A RAZE PERMIT TO DEMOLISH ANY STRUCTURE.

REMAIN.

REQUIREMENTS AND STANDARDS TO DEMOLISH OR ABANDON UTILITIES.

AND UTILITIES ARE DEPICTED BOLD OR HATCHED ON THE DEMOLITION PLAN.

NECESSARILY SHOWN BUT ARE WITHIN THE SCOPE OF WORK.

JOINT.

GRANTED FROM THE STRUCTURAL AND GEOTECHNICAL ENGINEERS.

8. REFER TO THE DEMOLITION NOTES AND DETAILS FOR ADDITIONAL INFORMATION.

GENERAL GRADING NOTES

THE DDOT INSPECTOR IS AUTHORIZED TO MODIFY CONSTRUCTION IN PUBLIC SPACE,
INCLUDING TRAFFIC CONTROL PLANS. THE CONTRACTOR SHALL ACCOMMODATE THE
DDOT INSPECTOR'S REQUESTS IN REGARDS TO CONSTRUCTION IN PUBLIC SPACE.

. ALL WORK IN PUBLIC SPACE IS SUBJECT TO A DDOT PUBLIC SPACE PERMIT AND A DDOT

APPROVED TRAFFIC CONTROL PLAN.

ALL EXISTING PARKING METERS, ROAD SIGNS, AND TRAFFIC CONTROL DEVICES ARE TO
REMAIN MUST BE VISIBLE AT ALL TIMES OR BE RELOCATED OR REPLACED IF AFFECTED
BY THE CONSTRUCTION. COORDINATE WITH THE DDOT INSPECTOR.

REFER TO APPLICABLE STANDARDS AND SPECIFICATIONS FROM DC WATER, DDOT,
AND DOEE AS APPROPRIATE FOR CONSTRUCTION IN PUBLIC SPACE.

PUBLIC SPACE ITEMS SHOWN TO BE DEMOLISHED MAY BE REQUIRED TO BE SALVAGED
PER DDOT STANDARDS. COORDINATE WITH THE DDOT INSPECTOR.

1.

THE SITE MUST BE GRADED AND PAVED SO THAT NO NEW LOW POINTS WITHOUT
PROPER DRAINAGE ARE CREATED; NO PONDING SHALL OCCUR ONSITE UNLESS
SPECIFICALLY NOTED OTHERWISE ON THE STORMWATER MANAGEMENT PLANS WITHIN
BMP FACILITIES OR ON THE SEDIMENT CONTROL PLAN WITHIN SEDIMENT TRAPS OR

BASINS.

ALL PAVED SURFACES SHALL BE AT A 1.0% MINIMUM SLOPE. ALL GRASSED AND
LANDSCAPED AREAS SHALL BE AT A 2.0% MINIMUM SLOPE. EXCEPTIONS MAY BE MADE

ONLY IF APPROVED BY NATURAL RESOURCES DESIGN.

SPOT ELEVATIONS SHOWN AT TIE-IN POINTS WITH EXISTING SURFACES ARE
APPROXIMATE AND SHALL BE FIELD VERIFIED BY THE CONTRACTOR. PROPOSED
ELEVATIONS MAY BE MODIFIED WITH APPROVAL FROM NATURAL RESOURCES DESIGN TO

MATCH EXISTING GRADE.

ANY UNSUITABLE IN SITU SOIL OR MATERIAL MUST BE REMOVED OR REMEDIATED PER

DIRECTION FROM THE ENGINEER.
REFER TO THE SITE NOTES AND DETAILS FOR ADDITIONAL INFORMATION.

GENERAL SITE CONSTRUCTION NOTES

REFER TO THE ARCHITECTURAL PLANS FOR SELECTIVE DEMOLITION RELATED TO
INTERIOR RENOVATIONS. COORDINATE WITH THE DESIGN TEAM, INCLUDING THE
STRUCTURAL ENGINEER, IN REGARD TO THE STABILITY OF EXISTING STRUCTURES TO

DC WATER UTILITIES MUST BE DISCONNECTED AND ABANDONED PER DC WATER
STANDARDS AND ARE SUBJECT TO DC WATER PERMITS. REFER TO UTILITY OWNERS'

THE APPROXIMATE SCALE OF ABANDONMENT AND DEMOLITION OF SITE FEATURES

DEMOLITION OF SITE FEATURES AND UTILITIES TO REPLACE ITEMS IN KIND ARE NOT

SAWCUT EXISTING PAVEMENT TO BE REMOVED WHERE ADJACENT TO EXISTING
PAVEMENT TO REMAIN. FOR CONCRETE AND GRANITE, SAWCUT AT THE NEAREST

ALL DEMOLITION DEBRIS MUST BE DISPOSED PER APPLICABLE LAW; DEMOLITION
DEBRIS MAY ONLY BE USED FOR BACKFILL IF EXPRESS KNOWLEDGE AND PERMISSION IS

1. NATURAL RESOURCES DESIGN IS NOT RESPONSIBLE FOR CONSTRUCTION SAFETY, ACCIDENTS, OR SUPERVISION;
NATURAL RESOURCES DESIGN IS NOT RESPONSIBLE FOR ANY CONSTRUCTION DAMAGE OR INJURY TO ANY PERSON,
VEHICLE, EQUIPMENT, OR PROPERTY ON OR NEAR THE CONSTRUCTION SITE.

2. NATURAL RESOURCES DESIGN IS NOT RESPONSIBLE FOR CONSTRUCTION SITE SECURITY. THE CONTRACTOR SHALL
COORDINATE ALL TEMPORARY SITE SECURITY WITH THE OWNER AS REQUIRED AND APPROPRIATE.

3. BEFORE COMMENCING CONSTRUCTION, CALL 'MISS UTILITY' TO FIELD MARK UNDERGROUND UTILITIES. FOLLOW
MISS UTILITY REQUIREMENTS.

4. THE EXTENT OF EXISTING STRUCTURES INCLUDING UNDERGROUND FEATURES MAY NOT BE DEPICTED ON THE
PLANS.

5. THE CONTRACTOR MAY MAKE FIELD ADJUSTMENTS TO ACCOMMODATE EXISTING CONDITIONS IF AUTHORIZED BY
THE CLIENT, THE CLIENT'S REPRESENTATIVE, OR NATURAL RESOURCES DESIGN.

6. ALL GENERAL NOTES ARE FOR TYPICAL CONSTRUCTION ACTIVITIES; THEY MAY INCLUDE INFORMATION THAT IS NOT
APPLICABLE TO THE SCOPE OF THIS PROJECT.

7. THE CODES AND STANDARDS SHOWN ON THE PLANS ARE FOR GENERAL INFORMATION ONLY. THEY DO NOT
NECESSARILY REPRESENT THE MOST CURRENT OR COMPLETE STANDARDS REQUIRED FOR THE CONSTRUCTION. THE
CONTRACTOR MUST REFER TO THE CORRECT, APPLICABLE CODES AND STANDARDS.

8. ACCESS TO THE PROJECT PROPERTY AND ALL SURROUNDING AREAS MUST BE MAINTAINED FOR ALL EMERGENCY
SERVICES, PEDESTRIANS, AND DELIVERIES IF REQUIRED AND AS APPROPRIATE. ACCESS TO FIRE HYDRANTS MUST
NOT BE IMPAIRED.

9. THE CONTRACTOR SHALL RESTORE OR REPLACE ANY ITEMS TO REMAIN THAT ARE DAMAGED DURING
CONSTRUCTION TO ORIGINAL EXTENT, QUALITY AND CONDITION.

10. REFER TO THE TECHNICAL SPECIFICATIONS FOR ADDITIONAL INFORMATION.
11. THE CONTRACTOR MUST MAINTAIN A SET OF CONSTRUCTION PLANS WHICH HAVE BEEN MARKED UP TO
ACCURATELY CONVEY CONSTRUCTION WHICH HAS DEVIATED FROM THE APPROVED CONSTRUCTION PLANS. THESE

PLANS MUST BE PROVIDED TO THE CLIENT, THE CLIENT'S REPRESENTATIVE, OR NATURAL RESOURCES DESIGN PRIOR
TO THE PROJECT CLOSEOUT.

GENERAL PAVEMENT NOTES

1. EXISTING PAVEMENT TO BE REPLACED SHALL AT MINIMUM MATCH THE EXISTING
CROSS SECTION.

2. EXISTING CURB AND/OR GUTTER TO BE REPLACED SHALL MATCH EXISTING TYPE,
MATERIAL, AND DIMENSIONS.

3. SAWCUT EXISTING ASPHALT PAVEMENT 1' FROM EDGE OF NEW CURB AND/OR
GUTTER FOR REPLACEMENT.

4. MILL AND OVERLAY EXISTING ASPHALT PAVEMENT 1' FROM EDGE OF NEW
PAVEMENT TO PROVIDE SMOOTH TRANSITION.

5. MILL AND OVERLAY EXISTING ASPHALT PAVEMENT 10' FROM EITHER SIDE OF
UTILITY TRENCHES IN PUBLIC SPACE, EXTENDED TO THE FULL WIDTH OF ANY
AFFECTED TRAVEL LANES. THE CONTRACTOR SHALL PROVIDE AN ADDITIVE BID
PRICE FOR MILL AND OVERLAY WORK OF THE ENTIRE ROAD WIDTH AS THIS MAY BE
REQUIRED BY THE DDOT INSPECTOR.
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: VARSI ¥ SUAN N r L, =7 | EL=279.31
NAME: JOHN L. ROBERTSON P.E. _ e o~ _ ST S O ==
SUBSURFACE UTILITY ENGINEER SIGNATURE DATE : s ] SEiTsen s 1 \__\ — 4 RCP@
é/ > iF //éER PN Con ) S =~ | Ty 77T SV A S
NAME: CHAD MARSHALL 7/18/2019 N8 (RER PL )-._ %%r#?ERC‘f?EP%‘ ¥ ! b | T VAN BUREN STREET NW oL PR S U G N —
PROJECT SURVEYOR SIGNATURE DATE '-__w - | ———w \ W T \&” WATERLINE (PER PLAN) |7 G0 RIGHT- BF -WAY) ." g '. A 0,: \
. - /7R /72 Y/ , N /780 l} /N Ve T L /A P VR e v/
NAME: L.W. KNIGHTING Zé GQ. Muq - 7/18/2019 o o F
QUALITY REVIEWER SIGNATURE d DATE ETJSEﬁSfQQ -
- EL=253.00
LEGEND STORM TABLE
—— — — —— Property Line O Rod Found Electric Box @ ?8;’82%\!55'1( @ ?ggHgﬁEg 62
- — ——1000— —— Contour O Monument Found -® Guy Pole 247 INV. IN=273.86 (NW) 12” INV. IN=242.12 (N)
CURB INLET 157 INV. IN=242.32 (SE)
9 Gas Line O Telephone Pedestal ®  Electric Marker TOP=279.45 INV. 0UT=241.82 (NW)
_ 24” INV. OUT=274.40 (SE) @ GRATE
ohp Overhead Power @ Telephone Manhole ® Electrical Manhole MANHOLE TOP=246.38
ss —(©)—ss Sanitary Sewer and Manhole X Telephone Box & Utility Pole &05757252 86 (N) 1%,, :mx ICr)qUZT2—422£’éS78(S()NE)
—— —(O— —— Storm Line and Manhole < Fire Hydrant Electric Transformer @ II\ANXNHOCEJL‘IE_ZSA%]G (W) GRATE
TOP=246.83
[ Storm Line and Inlet ® Water Valve o Ground Light TOP=262.15 12”7 INV. IN=243.28 (NE)
. INV. IN=258.15 (E) 12" INV. OUT=243.18 (SW)
catv Underground Cable TV S Water Meter -O-  Light Pole 12" INV. OUT=257.85 (W) GRATE
_ ) ) DRAIN GRATE TOP=247.35
uge Underground Electric © Well @  Fiber Optic Pedestal TOP=261.35 19" INY bUT—244 90 (SW
. . CANT ACCESS INVERTS ' B 90 (SW)
ugt Underground Telephone * Benchmark Fiber Optic Handhole @ MANHOLE INLET
TOP=248.64
fo Underground Fiber Optic o Bollard A Gas Vent TOP=261.33 INV. IN=244.94 (NW)
Lk N . INV. IN=256.28 (N) INV. OUT=236.99 (SW)
Unknown Utility ——  Sign (1—-post) O Gas Valve 127 INV. IN=256.24 (E) @ GRATE
_ _ 15" INV. OUT=256.03 (SW) TOP=260.97
v Waterline = Sign (2-post) 2 Gas Meter CURB INLET COULD NOT OPEN NOR PROBE
+1561.3 i @) TOP=252.98 FOR INVERTS
77 Asphalt 3" -5 Spot Elevation Sewer Clean Out COULD NOT ACCESS
] Building - Deciduous Tree ©  Wood Post GRATE
. TOP=259.39
X X Fence (as noted) ——~ Evergreen Tree Metal Post BOTTOM=256.29
. (B) uanHoLe GRAPHIC SCALE
R : ——— Stream | = Shrub Gravel TOP 560.71 0 . 2 w0 5 50
Guy Wire E3 Bench Trash Can 15" INV. OUT=248.06 (NW) ( IN FEET )

~ Bike Rack

1 inch = 40 ft.
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BMP Scorecard

Fort Stevens Community Center

CDA (sf) SWRv Volume Inches Runoff Captured | Pollutant Removal Rates

BMP Description Natural| Impervious | Turf BMP Total Required (cf) | Provided (cf) per Imperv Acre P N TSS

Stormwater Recycle/Reuse (TOTAL) ! 0 72,080 27,640 250 99,970 7,564 4,680 0.8 66% 55% 70%
CDA 1A (North Tennis Courts) 0 8,590 2,415 0 11,005
CDA 1B (South Tennis Courts) 0 20,860 7,035 0 27,895
CDA 1C (Basketball Courts) 0 11,400 5,015 0 16,415

CDA 1D: Replace Playground Bioretention” 0 12,700 9,730 250 22,680 1,475 410 0.4 45% 39% 49%
CDA 1E (Community Center) 0 18,530 3,445 0 21,975

CDA 2: Horseshoe Pit Bioretention Basin | 55,320 5,200 19,455 700 80,675 1,050 1,050 2.1 78% 67% 84%

! Assumes 35,000 gallons storage.

2 Include diversion of spray park water. Assumes same approximate footprint as existing.
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NEW DRAIN IN ALLEYWAY
TO CAPTURE & DIVERT RUNOFF

~ TO BIORETENTION BASIN

*x %

GRAPHIC SCALE

0 . o 20 o s CECILIA LANE
ENVIRONMENTAL PROTECTION SPECIALIST
E;!;Eﬁ— WATERSHED PROTECTION DIVISION
HORSESHOE PITS DC DEPT. OF ENERGY AND ENVIRONMENT
( IN FEET ) 1200 FIRST STREET NE, 5TH FLOOR
1 inch = 20 ft. WASHINGTON, DC 20002
, / , ) ' DESK: (202) 535-2247
-\l ) - CELL: (202) 734-9527
\ ‘ ' - EMAIL: CECILIA.LANE@DC.GOV
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4"@ PVCUNDERDRAIN —

(BMP-2)

e

l_ —=——— 6"-12" PONDING DEPTH \N\S\Oe

e
%

—a—— 3" MULCH

—4——— 24" BIORETENTION MIX

—.— 3" PEA GRAVEL

a7 )

———— 6"-18" #57 STONE

BIORETENTION BASIN - TYPICAL SECTION

SCALE: 3"=1"

CUSERSWOCUTTCACTT TERIMUESKR TUPTCDS DETAILS 10U NMTCRUN SIZINGARCADTCUSZUZ0-0-C-U TL.DVWG O/ T97ZU T4 0.20 IV

FIBERGLASS
SEPARATION CYLINDER
AND INLET

CENTER OF CDS STRUCTURE,
SCREEN AND SUMP OPENING

>

TOP SLAB ACCESS
(SEE FRAME AND
COVER DETAIL)

PVC HYDRAULIC

60" [1524] I.D.
SHEAR PLATE

MANHOLE STRUCTURE

MAX.
N.T.S.
CONTRACTOR TO GROUT TO
FINISHED GRADE
GRADE ——————
RINGS/RISERS ~ \_[— — ///\\/////”
T ]
FIBERGLASS B E .
SEPARATION CYLINDER L
AND INLET -
m . m
E 1 x
= <
< [l > ‘ >
INLET PIPE }! S ‘
(MULTIPLE INLET PIPES MAY : | = . OUTLET PIPE
BE ACCOMMODATED) ___ 5 .
T =<_1l 3 -]

I ¢ \PERMANENT

POOL ELEV.

<
~— 211" [880] —~]

(5-7" [1702])

OIL BAFFLE /
SKIRT .

(S
|~—
of
IS

/ —»l 1'-9" [533] L_ § :
SEPARATIONJ f
SCREEN < a
PVC HYDRAULIC/ S—
SHEAR PLATE / - ? ) a
SOLIDS STORAGE e
SUMP R
ELEVATION A-A
N.T.S.

Cps

THIS PRODUCT MAY BE PROTECTED BY ONE OR MORE OF THE
FOLLOWING US. PATENTS: 5768,848; 6.641.720; 6,511.595; 6.581.783;
RELATED FOREIGN NDING,

CDS2025-5-C DESIGN NOTES

THE STANDARD CDS2025-5-C CONFIGURATION IS SHOWN. ALTERNATE CONFIGURATIONS ARE AVAILABLE AND ARE LISTED BELOW. SOME
CONFIGURATIONS MAY BE COMBINED TO SUIT SITE REQUIREMENTS.

CONFIGURATION DESCRIPTION

GRATED INLET ONLY (NO INLET PIPE)

GRATED INLET WITH INLET PIPE OR PIPES

CURB INLET ONLY (NO INLET PIPE)

CURB INLET WITH INLET PIPE OR PIPES

SEPARATE OIL BAFFLE (SINGLE INLET PIPE REQUIRED FOR THIS CONFIGURATION)

SEDIMENT WEIR FOR NJDEP / NJCAT CONFORMING UNITS

DEPARTMENT
OF ENERGY &
ENVIRONMENT

CECILIA LANE

ENVIRONMENTAL PROTECTION SPECIALIST
WATERSHED PROTECTION DIVISION

DC DEPT. OF ENERGY AND ENVIRONMENT
1200 FIRST STREET NE, 5TH FLOOR
WASHINGTON, DC 20002

DESK: (202) 535-2247

CELL: (202) 734-9527

EMAIL: CECILIA.LANE@DC.GOV

SITE SPECIFIC
DATA REQUIREMENTS

STRUCTURE ID
WATER QUALITY FLOW RATE (CFS OR L/s) *
PEAK FLOW RATE (CFS OR L/s) *
RETURN PERIOD OF PEAK FLOW (YRS) *
SCREEN APERTURE (2400 OR 4700) *
PIPE DATA: I.E. MATERIAL DIAMETER
INLET PIPE 1 * * *
INLET PIPE 2 * * *
OUTLET PIPE * * *
RIM ELEVATION *

F RAM E AN D COVE R ANTI-FLOTATION BALLAST WIDTH HEIGHT

(DIAM ETER VARIES) NOTES/SPECIAL REQUIREMENTS:
N.T.S.

* PER ENGINEER OF RECORD

GENERAL NOTES

1. CONTECH TO PROVIDE ALL MATERIALS UNLESS NOTED OTHERWISE.

2. DIMENSIONS MARKED WITH () ARE REFERENCE DIMENSIONS. ACTUAL DIMENSIONS MAY VARY.

3. FOR FABRICATION DRAWINGS WITH DETAILED STRUCTURE DIMENSIONS AND WEIGHTS, PLEASE CONTACT YOUR CONTECH ENGINEERED
SOLUTIONS LLC REPRESENTATIVE. www.contechES.com

4. CDS WATER QUALITY STRUCTURE SHALL BE IN ACCORDANCE WITH ALL DESIGN DATA AND INFORMATION CONTAINED IN THIS DRAWING.

5. STRUCTURE SHALL MEET AASHTO HS20 AND CASTINGS SHALL MEET HS20 (AASHTO M 306) LOAD RATING, ASSUMING GROUNDWATER ELEVATION
AT, OR BELOW, THE OUTLET PIPE INVERT ELEVATION. ENGINEER OF RECORD TO CONFIRM ACTUAL GROUNDWATER ELEVATION.

6. PVC HYDRAULIC SHEAR PLATE IS PLACED ON SHELF AT BOTTOM OF SCREEN CYLINDER. REMOVE AND REPLACE AS NECESSARY DURING
MAINTENANCE CLEANING.

INSTALLATION NOTES
A. ANY SUB-BASE, BACKFILL DEPTH, AND/OR ANTI-FLOTATION PROVISIONS ARE SITE-SPECIFIC DESIGN CONSIDERATIONS AND SHALL BE
SPECIFIED BY ENGINEER OF RECORD.

WE ARE

WASHINGTON

B. CONTRACTOR TO PROVIDE EQUIPMENT WITH SUFFICIENT LIFTING AND REACH CAPACITY TO LIFT AND SET THE CDS MANHOLE STRUCTURE
(LIFTING CLUTCHES PROVIDED).
C. CONTRACTOR TO ADD JOINT SEALANT BETWEEN ALL STRUCTURE SECTIONS, AND ASSEMBLE STRUCTURE.
D. CONTRACTOR TO PROVIDE, INSTALL, AND GROUT PIPES. MATCH PIPE INVERTS WITH ELEVATIONS SHOWN.
E. CONTRACTOR TO TAKE APPROPRIATE MEASURES TO ASSURE UNIT IS WATER TIGHT, HOLDING WATER TO FLOWLINE INVERT MINIMUM. IT IS
SUGGESTED THAT ALL JOINTS BELOW PIPE INVERTS ARE GROUTED.
“NTECH
o4 CDS2025-5-C
ENGINEERED SOLUTIONS LLC INLINE CDS
www.contechES.com
9025 Centre Pointe Dr., Suite 400, West Chester, OH 45069 STANDARD DETAIL
800-338-1122 _ 513-645-7000 __ 513-645-7993 FAX
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